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HVO Diesel 100 Sjursøya 

 

Product description 

HVO Diesel 100 Sjursøya is a bio-based fuel that 

is exclusively produced by renewable raw 

materials (such as; vegetable oils or animal fats) 

through a hydrotreatment process. The product is 

compliant with the Norwegian standard for 

synthesised or hydrotreated paraffin diesel 

(XLT/HVO), NS-EN15940.  

 

Benefits 

HVO Diesel 100 Sjursøya has a documented 

reduction of greenhouse gas emissions of 

minimum 60%, compared to fossil diesel. All bio 

components are compliant with EU’s 

sustainability criteria, and are never based on 

palm oil.  

The aromatic content of HVO is significantly 

lower compared to fossil diesel. Hence, the 

emission of particles during combustion is 

substantially reduced – especially in older 

engines without advanced filtering systems. 

 

 

 

 

 

 

 

 Applications 

HVO Diesel 100 Sjursøya can be used in 

conventional diesel engines that have been 

approved for the specification, NS-EN15940. 

The chemical composition of the product is 

approximately identical with normal fossil 

diesel, which makes them completely miscible. 

However, HVO Diesel 100 Sjursøya does not 

satisfy the standard for normal diesel (NS-

EN590) due to a lower density. Thus, approval 

from the engine manufacturer is required before 

applying HVO Diesel 100 Sjursøya. 

 

Storage 

All fuels must only be stored in containers 

approved for storage. To ensure that the product 

quality is not degraded, containers permeable to 

light must not be used. When the fuel is stored 

it is important to check for water in the 

containers regularly to reduce the risk of 

microorganism growth. HVO Diesel 100 

Sjursøya should not be stored more than 1 year. 

 

Health, safety and environment 

See the Safety Data Sheet.  

 

Specifications 

NS-EN15940  

 

Article code(s) 

17550  

 

http://www.preem.no/
mailto:kundeservice@preem.no


 

 

 

 

 

Preem Norge AS 

Visiting address: Lysaker Torg 6 (4 etg.), 1366 Lysaker 

Web page: www.preem.no  

Customer Service 

E-mail: kundeservice@preem.no  

tel: 04211 or 04200 

 

Version: 27.04.2020 

 

HVO Diesel 100 Sjursøya 

Property Unit Specification (NS-EN15940) 

Cetane number  - min. 70,0 

Density at 15°C kg/m3 765,0 – 800,0 

Aromatic content % max. 1,1 

Sulphur content mg/kg max. 5,0 

Flash point °C min. 56,0 

Viscosity at 40°C mm2/s 

(cSt) 

2,00 – 4,50 

Distillation: 

temperature at 95% distillate 

°C 

 

 

maks. 360 

Cloud point (CP): 

- summer  

- spring/fall  

- winter  

°C  

max. 0 

max. -15 

max. -22 

Cold Filter Plugging Point 

(CFPP): 

- summer  

- spring/fall  

- winter  

°C  

max. -11 

max. -24 

max. -32 

  

 

Environmental properties 

Parameter Unit  Value 

CO2-equivalents, WTW* kg/liter ≤ 1,14 

CO2-reduction* % ≥ 60 

Renewable share % 100 
*Expected values 

 

Energy content 

Parameter unit/kg unit/liter 

Megajoule (MJ)* 44,0 34,3 

Kilowatt-hour (kWh)* 12,3 9,6 
*Expected values 
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