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Preem Evolution Bensin 

 

Product description 
Preem Evolution Bensin satisfy standard 
gasoline specifications, but with a higher 
renewable content, which provides optimal 
power and reliability to the engine. 

 

Benefits 
Preem Evolution Bensin contains 5% Ethanol 
and additional biocomponents that have an 
identical chemical structure as the fossil 
components. Low sulphur content in the 
products has a positive impact on the function 
and service-life of the catalyst. The product 
provides minimal soot coating in the combustion 
chamber.  

 

Applications 
The product is suitable for gasoline engines 
equipped with exhaust gas catylst. The product 
complies with the Norwegian gasoline standard, 
NS-EN228. 

  

 Storage 
All gasoline must be stored in cisterns 
approved for storage. To ensure that the 
quality of the product does not deteriorate, 
light-permeable cisterns should not be used. 
 

Health, safety and environment  
See the Safety Data Sheet. 

 

Specifications 
NS-EN228 

 

Article codes 
09629 (summer) 
09631 (winter) 
09630 (spring/fall) 
13350 
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Properties Unit Requirements (EN228) Typical properties 

Octane, Research 
 

RONc min. 95,0  95,0 

Octane, Motor 
 

MONc min. 85,0  86,0 

Density at 15°C 
 

kg/m3 720,0 – 775,0  747 

Distillation: 
evaporated at 100°C 

vol.-%  
46,0 – 71,0 (summer)  

 
48 

Vapor pressure kPa  45,0 – 70,0 (summer) 69,9 
*The typical properties do not necessarily constitute accurate present specifications, but is an indication on what to expect, based on historical production, and may 
vary. We reserve the right to make changes. This replaces all previous editions and the information in it.  

  

 

 

Climate performance* 

 

Properties Unit Value 

WTW, CO2-ekv kg/liter 2.48 

Greenhouse gas savings % 7 

Renewable share % 12.3 
*Expected values 
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